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Proposed flood defence
wall at culvert inlet
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Existing Toad Cottage Culvert to remain
(25m length, 1.6m wide, 1m high)
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Proposed extension to Toad Cottage
| Culvert to eliminates existing incapacity
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in existing open channel (20m length)
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Proposed extension to Toad Cottage
Culvert and replacement of current
culvert under Carr Lane (15m length)
incorporating wildlife ledge
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removing hedge and excavating
within the field from the left bank.
(For typical section see Appendix

to contain design flow.

Proposed widening of channel by

A.14). Construction of raised bunds
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Enlargement of Sea Cut Outfall,
(currently egg shaped 1.6m wide,
1.1m high) encompassing steps
for wildlife. For Q50 propose 1.5 x
capacity, Q100/Q200 propose

2 x capacity. Invert 38.4mAOD.
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Legend:

Modelled Watercourses
Sea Cut Outfall

— Flood Embankment

Existing Culvert

Extension to culvert within
open channel
— Extension to culvert under Carr Lane

Channel Widening

¥ 1 Cross Section Location/Chainage

SCALE: NTS

Project Title:

Church Beck PAR

Figure Title:

Location of Option 4 Scheme
Channel Widening Solution

Document Reference: Figure Number:

5002531/98/DG/56 Appendix A.13

ATKINS




